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MATERIALS
Materiali
Materialien
Matériaux
Materiales

• BASE - BASE - BODENPLATTE - BASE - BASE 
450x450 mm, cast iron, sandblasted, epoxy-polyester powder coating
450x450 mm, ghisa, sabbiata, verniciata con polvere epossipoliestere / 450x450 mm, Gusseisen, Sandgestrahlt, epoxy-polyester 
pulverbeschichtet / 450x450mm, fonte, sablée, vernissage à poudre époxy-polyester / 450x450 mm, hierro fundido, arenada, pintada con 
pintura en polvo epoxi-poliéster

• COLUMN - COLONNA - SÄULE - COLONNE - COLUMNA
Cast iron, sandblasted, epoxy-polyester powder coating
Ghisa, sabbiata, verniciato con polvere epossipoliestere / Gusseisen, Sandgestrahlt, epoxy-polyester pulverbeschichtet / Fonte, sablée, 
vernissage à poudre époxy-polyester  / Hierro fundido, arenada, pintada con pintura en polvo epoxi-poliéster

CROSS
Crociera
Kreuz
Croix
Cruceta

code 4005
455x455 mm, cast iron, sandblasted, epoxy-polyester powder coating
455x455 mm, ghisa, sabbiata, verniciata con polvere epossipoliestere / 455x455 mm, Gusseisen, Sandgestrahlt, epoxy-polyester 
pulverbeschichtet / 455x455 mm, fonte, sablée, vernissage à poudre époxy-polyester / 455x455 mm, hierro fundido, arenada, pintada 
con  pintura en polvo epoxi-poliéster

FEET
Piedini
Gleiter
Patins
Tacos

code 1001
Fixed, 4xØ18 mm, Technopolymer, black
Fissi, 4xØ18 mm, in tecnopolimero, neri / standard Gleiter, 4xØ18 mm, Technopolymer, schwarz / Fixes, 4xØ18 mm, Tecnopolymère, 
noir / Fijos, 4x Ø18 mm, Tecnopolimero, negro

code 1003
Adjustable, 4xØ30 mm, Polyethylene base, zinc-plated shaft
Regolabili, 4xØ30 mm, base in PE, gambo zincato / Verstellgleiter, 4xØ30 mm, Platte aus Polyäthylen, verzinkte Gleiter / Réglables, 
4xØ30 mm, base en polyéthilène, tige zingué / Regulables, 4xØ30 mm, tacos en polietileno, perno galvanizado

REGULATIONS AND 
CERTIFICATES
Regulations and certificates 
Normative e certificazioni
Bestimmungen und Zertifikat
Normatives et certifications
Normativas y certificados

Conforming to: Stability EN 1730:2012, par. 7.2 - level 3° EN 15372:2008 
Conforme alla norma: Stabilità EN 1730:2012, par. 7.2 – 3° livello EN 15372:2008

Q.ty/pallet

24p
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